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division. If such agreement cannot be
reached, the FCC will determine and
specify the time division.

(c) A license for an experimental
broadcast station will be issued only on
the condition that no objectionable in-
terference to the regular program
transmissions of broadcast stations
will result from the transmissions of
the experimental stations.

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032;
47 U.S.C. 158, 303)

[28 FR 13706, Dec. 14, 1963, as amended at 49
FR 32583, Aug. 15, 1984]

§ 74.132 Power limitations.

The license for experimental broad-
cast stations will specify the maximum
authorized power. The operating power
shall not be greater than necessary to
carry on the service and in no event
more than 5 percent above the max-
imum power specified. Engineering
standards have not been established for
these stations. The efficiency factor for
the last radio stage of transmitters em-
ployed will be subject to individual de-
termination but shall be in general
agreement with values normally em-
ployed for similar equipment operated
within the frequency range authorized.

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032;
47 U.S.C. 158, 303)

[49 FR 32583, Aug. 15, 1984]

§ 74.133 Emission authorized.

In case emission of a different type
than that specified in the license is
necessary or desirable in carrying on
any phases of experimentation, appli-
cation setting out fully the needs shall
be made by informal application.

[28 FR 13706, Dec. 14, 1963]

§ 74.134 Multiple ownership.

No persons (including all persons
under common control) shall control,
directly or indirectly, two or more ex-
perimental broadcast stations unless a
showing is made that the program of
research requires a licensing of two or
more separate stations.

[49 FR 32584, Aug. 15, 1984]

§ 74.151 Equipment changes.

The licensee of an experimental
broadcast station may make any
changes in the equipment that are
deemed desirable or necessary pro-
vided:

(a) That the operating frequency is
not permitted to deviate more than the
allowed tolerance;

(b) That the emissions are not per-
mitted outside the authorized band;

(c) That the power output complies
with the license and the regulations
governing the same; and

(d) That the transmitter as a whole
or output power rating of the trans-
mitter is not changed.

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032;
47 U.S.C. 158, 303)

[28 FR 13706, Dec. 14, 1963, as amended at 49
FR 32584, Aug. 15, 1984]

TECHNICAL OPERATION AND OPERATORS

§ 74.161 Frequency tolerances.

The departure of the carrier fre-
quency or frequencies of an experi-
mental broadcast station must not ex-
ceed the tolerance specified in the in-
strument of authorization. For modes
of transmission that do not have a
resting or center carrier frequency, the
occupied bandwidth of the station
transmissions may not exceed that
specified in the instrument of author-
ization.

(Secs. 4, 303, 48 Stat., as amended, 1066, 1032;
47 U.S.C. 158, 303)

[49 FR 32584, Aug. 15, 1984]

§ 74.162 Frequency monitors and
measurements.

The licensee of an experimental
broadcast station shall provide the nec-
essary means for determining that the
frequency of the station is within the
allowed tolerance. The date and time
of each frequency check, the frequency
as measured, and a description or iden-
tification of the method employed
shall be entered in the station log. Suf-
ficient observations shall be made to
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